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Tall PP/ PVC Cabinet for Chemicals Storage ɀ dim. 1200 mm, with 2 doors  

 

 
 

Series:  ; model: CMG-120-BASE-ECO-PLUS-PP/PVC; 
Outer Dimensions: mm 1200x600x1900 

 
a. Configuration: 2 wing doors, 1 for Acids + 1 for Bases; 

b.  cabinets are certified acc.to European Norm EN ISO 16121; 
c. Certification is issued by Internationally recognized Third-Party Certification Authority (Bureau Veritas) given 

the successful outcome of all required tests. Multiple and regular inspections are performed so to grant the 
continuous quality and respect of Standard across the time; 

d. Cabinet is realized with exclusive employment of Polypropylene (PP) or Polyvinyl chloride (PVC), with no use 
of metals so to grant a highly chemical resistant structure, even allowing the storage of most aggressive and 
corrosive acids/bases; 

  
 

e. Height-adjustable threaded feet for perfect levelling of the cabinet, also in case of uneven floor; 
f. No. 4 tray-shaped PP shelf, sliding and removable for extraction and cleaning, entirely realized in anti-acid PVC 

and containing possible spillage of liquids; 
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g. Collection tray located at the bottom of the cabinet, for collecting possible spills from the shelves; 
h. Magnetic closure system + lock with key for both doors; 
i. Pre-arranged for connection to air exhaust system, in the top of the cabinet  

(NOTE: Exhaust fan & Filter are not included in the BASE model); 
j. High-angle Doors opening so to allow full extraction of the tray-shaped shelves; 
k. Front grid (with embedded dust filter) for proper air ventilation; 
l. Air-circulation Plenum, located in the back of the cabinet, to allow optimal air circulation; 
m. Safety Warning Sign on the front door; 
n. This cabinet is available in 3 different versions: 

Á “BASE” Version: Simple storage cabinets, with no filters nor air extraction system, but already set-up 
for connection to external extraction systems; 

Á “ECO” Version: Storage cabinets equipped with 2 x sets of carbon filters (1 for ACIDS, 1 for BASES), 
with no air extraction system, but already set-up for connection to external extraction systems; 

Á “PLUS” Version: Complete storage cabinet, equipped with carbon filters and 2 x independent exhaust 
fans (1 for ACIDS, 1 for BASES);  

 

 

 

a. OPTIONAL: Cabinet’s doors can be equipped with transparent windows in order to see internal content without 
opening the doors. Windows are realized using transparent polymers (Polycarbonate), resistant to chemicals 
and to mechanical shocks (LEXAN type). 
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